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SYSTEM INTRODUCTION 
The body temperature screening solution is based on a human body temperature-type infrared thermal- 

camera and an integrated software platform, with infrared thermal imaging and high-definition imagingpro- 

cessing, accurate temperature measurement and other technologies as the core, which can realize regionalp- 

ersonnel identification and accurate personnel temperature measurement. Measurement and pathologi- 

cal-based human temperature monitoring help the reliable implementation of epidemic monitoring and 

response mechanisms in various scenarios; it can be widely used in public places such as airports, stations, 

subway stations, hospitals, banks, malls, supermarkets, conference centers, and various production centers , 

centralized offices and other areas. 

 

 

 

Accurate body temperature measurement 

helps epidemic prevention and control 

Within 30℃ - 45℃ measurement range, 

the accuracy is as high as ± 0.3℃ 

Fast deployment and 

faster disposal 

Simple operation, 

easy maintenance and deployment 

Good stability for various places use 

System is stable and reliable 

Suitable for temperature 

monitoring in various places 

BODY TEMPERATURE SCREENING SOLUTION 

Black Body-Free Accurate Body Temperature Monitoring 
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SYSTEM ARCHITECTURE 
 

Fixed Installation 

or 

 

Network Cable 

Back-end  

monitoring software 

 

Mobile Deployment 

 

SYSTEM FEATURES 

Quarantine accuracy 
The high-precision detection front-end device and early-warning response strategy ensure the accuracy of the detection data 

and instant lock on specific targets, which can effectively improve the quality of management and control.  
 

Non-contact, more secure 
Based on the detection principle of infrared thermal imaging, on the basis of ensuring that the detection device is non-contact, 

achieving the physical isolation of the operator from the detection object, and the safety of the operator is guaranteed while 

improving the detection efficiency. 
 

Fast Deployment 
The streamlined system structure and tooling front-end device and terminal design patterns fully ensure the efficiency of depl- 

oyment and use; it can better meet the needs of fast response and flexible management and control. 
 

Full-time monitoring 
The real-time online working mode and efficient detection are more suitable for the needs of multiple targets real-time monitor- 

ing in areas such as transportation hubs and office premises with large crowds and concentrated personnel.  
 

Intelligence and initiative 
Through the setting of image recognition technology, data processing and early-warning response mechanism, the traditional 

passive early-warning mode can be fully changed. The initiative of quarantine work can be improved based on active tempera- 

ture detection and control, and the epidemic situation (region, personnel type,  spreading trends, etc.), adopt timely and 

effective management and control methods to protect the public's healthy life. 

The system uses a minimalist design and consists of a dedicated human body temperature-type infrared thermal camera 

and a portable integrated software platform. 

The system uses a special body temperature measuring infrared thermal camera as the main front-end device. 
The front-end device is specifically calibrated for the temperature measurement interval of the human body, which can 

adapt to various application environments of human health inspection, and can effectively identify the human body 

temperature in human body temperature distribution interval. It is especially suitable for the health management of 

personnel in various types of gathering areas and offices. 
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Other Public Places Customs Malls and Theaters Stations and Ports 

 
 

Function & Specification 

Specification Temperature Measurement 

 

 

Thermal 
Sensor 

 
 

Temperature 
Measurement 

 
Compression 

Standard 

 

 
 

Interface 

 

 

 

 
Basic 
Specs 

Sensor Technology Uncooled FPA 

Resolution 640*512 / 336*256 

Pixel Size 17μm 

Spectrum 8μm ～14μm 

NETD ≤50mk 

Measurement Range 0℃~55℃ 

Accuracy ±0.3℃ (Human Body Temperature 33℃ - 38℃, no need black body assistance) 

Video Compression Standard H.264 

Video Format mp4，mov 

Compression Output Rate 1Mbps ～ 4Mbps 

Analog Output 1 way CVBS 

Network Interface RJ45 10M/100M/1000M 

Serial Ports RS-232、RS-485 

Alarm Output 1 in 1 out 

Ethernet/IP, TCP, UDP, SNTP, RTSP, HTTP, ICMP, SMTP, DHCP, UPnP, 
Protocol 

PPPOE 

Lens 7.5 / 9 / 13 / 19 mm 

Weight 400g 

Operating Temperature -10℃~+60℃ 

Operating Humidity 0~90%RH（non-condensing） 

Power Supply 5~24VDC 

Power Consumption ≤3W 

APPLICATION SCENARIOS 

CORE PRODUCT 

The infrared thermal imager NS10H is based on a high-end thermal imaging core, 

which outputs high-quality thermal imaging video through powerful front-end processing 

capabilities and back-end conversion. Thermal sensitivity up to 50mk, full screen tempera- 

ture measurement, support for 3 color palettes, network interface; Windows & Linux SDK 

are available, feature-rich, strong expandability, interface standards, stable operation, easy 
system integration and secondary development. 


